Part Mumber Senes - Pig/Flas - PVC & PP

PIG-PLAS PIPEGUARI

1,6,15 &30 in3
FROM SOLID

No "T" piece required.
Type TW Theaded

Single connection
Not recommended for :-

a. Pulsation Interception
b.Flushing before service
c.Frequencies above 7 Hz.
d.Constant Temp.

e.Particulate service.

' 1 Connectio
Special Needs a "T"

Needs A Flanged "T"

60 in3 /1.0 Liter - TW | -
And Above TWIN-PORTED FLUSH-In-PLACE
TYPE SF-"0O" —  TRUE THRU-FLOW

With Piping Base Block or direct threaded.
COMPOSITE GENERAL VIEW
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Connections Base Block

Any combination & orienation of multiple connections. | Number of ' Pitch Circ. Rad.
ltem |PartNo. Description M aterial .D. # :
: _ CUSTOMER:
1 0019C Cushion Pre-Fill Viv.| 304 5t. 5t. _
2 Body Polypropylene, PVC. Nylon, CUSTOMER REF -
3 Face "O" Seal QUANTITY:
. WO Ho.:
4 EEngﬂtEll Lock ng Brass/Bronze e AT iER
5 Gas End Closure : arx X
& Diametral "Q" Seals 0.25" Nom Dia, 60 IRH :
7 Anti-Extrusion Plate Foly-Prop. or PVC
g Gas Eag E.P.D.M., Hypalon, Viton, ete.
9 Liquid End Closure Ll
10 Helicoil Thread Inserts bl T e
1 Base Block Bolts 4 ISSUE DATE:
® PULSECUARD| "= IN-LINE PIPEGUARD FILE REF: PigPlasV.bmp
Gurard Aguist Pubzston _Licersed M. Pucker 1143 AND ACCUMULATOR SCALE-NTS | ALLDIMENSIONS ARE IN
AT D o ; APPLICATION: - LORIDE : MM EXCEPT AS STATED.
SKs 788 Chas x| T SRS 1 M AT VIEW NO
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